CUTTER CHAINS

Prox offers the following 3 bit style chains to serve your cutting need.

PLUMB BOB BIT Q RETAINE SET SCREW
FOR .74 AND .80 MINI BOBS 5/8" x 1-1/8" BIT 1/2" x 1" BIT
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CHAIN THICKNESS

Cutter chain lengths using Prox 2V : . 1V 3

cutterbars and 6 tooth sprockets. Tougher cutting Easier cutting
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9'Bar 48 Blocks
10" Bar 52 Blocks
11' Bar 56 Blocks

For use on other brand cutterbars,

add one extra block. Also add one

extra block when used with 7 tooth

sprockets. CHAIN LACINGS

ORDERING INSTRUCTIONS

FIRST FIGURE, CHAIN THICKNESS FIFTH FIGURE, number of blocks
1-2-1/8" Thick (Refer to Chain Lengths)
3 - 2-1/2" Thick SIXTH FIGURE
SECOND FIGURE, BIT STYLE Sleeve size
Q - 5/8" x 1-1/8" bit, Q retainer 4365 for .74 bits, 62 kerf
S-1/2" x 1" bit, set screw 5065 for .80 bits 2 - 1/8" thick, 6-3/8" pitch
P - Plumb Bob W/Sleeve Bl Bob Wi Sleave
THIRD FIGURE, two digits, chain lacing I /v
FOURTH FIGURE, two digits, number of 1 P-2V-1148-4365 g
positions in chain, (11 is standard) EXAMOLE .\ \ ' s
46 Blocks
I 11 position

2V lacing



